DOCK FENDER CHAIN

Fixina HARDWARE

Dock Fender Chain

Maritime International’s dock fender chain is a versatile open
link high strength chain suitable for all fendering applications.
The long inside length and wide inside width allow standard
shackles to fit through the link without the need for special
end links or the need to double shackle the end. Maritime’s
dock fender chain can be supplied in any practical length and
is typically supplied with a hot dip galvanized finish. All sizes
are proof tested at the factory and a certificate of testing can be
supplied.

All chain is heat treated after welding and before proof testing.

Chain can also be supplied self colored or with special coatings
upon request. Longer lead times may be required for special
finishes.

Other sizes and grades are available.

GRADE 2 GRADE 3 . .
Di(ar;n;')fer Proof Breaking Proof Breaking ﬂg;gt?] {/r\}lsgiﬁ
Load Strength Load Strength (mm) (mm)
(metric tons) [(metric tons) | (metric tons) | (metric tons)
16 6.67 133 9.50 189 64 24
20 104 20.8 14.8 29.6 80 30
22 12,6 252 17.9 35.8 88 33
24 15.1 30.0 21.3 426 9% 36
26 17.6 35.2 25.0 50.0 104 39
28 20.5 408 29.0 58.0 112 42
30 235 469 33.1 66.8 120 45
32 26.7 53.3 380 76.0 128 48
34 30.1 60.2 4238 85.6 136 51
36 33.7 67.5 48.0 96.0 144 54
38 37.6 752 534 107 152 57
40 416 83.2 59.0 118 160 60
42 46.0 91.9 65.3 131 168 63
44 50.5 100 71.8 144 176 66
46 55.1 110 78.4 157 184 69
48 60.0 120 85.0 171 192 72
50 65.1 130 93.0 185 200 75
52 70.0 140 98.4 197 208 78
54 75.5 151 106 212 216 81
56 82.0 164 113 226 224 84
58 87.5 175 120 239 232 87

ABS Certified upon request



